PROJECT

RI WEB MEMBER ACOUSTICAL CEILING NOTES

STRUCTURAL CONCRETE

2'-4 1/8 THE FOLLOWING NOTES APPLY TO CEILING SYSTEMS WHOSE TOTAL WEIGHT, INCLUDING
AIR CONDITION/HEATING GRILLS AND LIGHT FIXTURES, DOES NOT EXCEED 2 PSF.

A 1.12 GA. (MIN.) HANGER WIRES MAY BE USED FOR UP TO AND INCLUDING 4'-0" X
B 40" GRID SPACING AND SHALL BE ATTACHED TO MAIN RUNNERS. SPLICES WILL NOT BE
PERMITTED IN ANY HANGER WIRES UNLESS SPECIFICALLY APPROVED BY DSA/SSS. (1.1%)
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2. PROVIDE 12 GA. HANGER WIRES AT THE ENDS OF ALL MAIN CROSS RUNNERS
WITHIN 8" FROM THE SUPPORT OR WITHIN 1/4 OF THE LENGTH OF THE END TEE,
WHICHEVER IS LEAST, FOR THE PERIMETER OF THE CEILING AREA. END
CONNECTIONS FOR RUNNERS WHICH ARE DESIGNED AND DETAILED TO RESIST THE
APPLIED VERTICAL AND HORIZONTAL FORCES MAY BE USED IN LIEU OF THE 12 GA.
HANGER WIRES SUBJECT TO DSA/SSS REVIEW AND APPROVAL. (1.2%)

(2) 0.118 SHANK DIA. HILTI
X—GN FASTENERS W/ 1”
EMBED PER EACH DECK RIB

(3) TIGHT TURNS @ VERTICAL (IcC: ESR-1752)

HANGER WIRE / 54 MIL 2x2 CLIP ANGLE SPAN
VERTICAL HANGER WIRE OVER TWO DECK RIBS OR 16 "MIN
DOUBLE LOOP SADDLE TIED Y]

AROUND BOTTOM CHORD 2 — #10 SHEET MET. SCREWS

(4) TIGHT TURNS @ SPLAYED
BRACING WIRE

SPLAYED BRACING WIRE
DOUBLE LOOP SADDLE TIED
AROUND BOTTOM CHORD
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3. PROVIDE TRAPEZE OR OTHER SUPPLEMENTARY SUPPORT MEMBERS AT
OBSTRUCTIONS TO MAINTAIN HANGER SPACING. PROVIDE ADDITIONAL HANGERS,
STRUTS, OR BRACES AS REQUIRED AT ALL CEILING BREAKS, SGFFITS CR
DISCONTINUOUS AREAS. HANGER WIRES THAT ARE MORE THAN 1 IN 6 OUT OF PLUMB
ARE TO HAVE COUNTER-SLOPING WIRES. (1.3*)
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4, CEILING GRID MEMBERS MAY BE ATTACHED TO NOT MORE THAN 2 ADJACENT
WALLS. CEILING GRID MEMBERS SHOULD BE AT LEAST 1/2 INCH FREE OF OTHER
WALLS. IF WALLS RUN DIAGONALLY TO CEILING GRID SYSTEM RUNNERS, ONE END
OF MAIN AND CROSS RUNNERS SHOULD BE FREE WITH A MINIMUM OF 1/2 INCH
CLEAR AT WALL. (1.4*). FOR SLIP CONDITIONS WITHIN CEILING GRID SEE DETAIL 6/A-741.
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5. AT THE PERIMETER OF THE CEILING AREA WHERE MAIN OR CROSS RUNNERS ARE
NOT CONNECTED TO THE ADJACENT WALL, PROVIDE INTERCONNECTION BETWEEN
THE RUNNERS AT THE FREE END TO PREVENT LATERAL SPREADING. A METAL STRUT
OR A#16 GA. WIRE WITH A POSITIVE MECHANICAL CONNECTION TO THE RUNNER MAY
BE USED.WHERE THE PERPENDICULAR DISTANCE FROM THE WALL TO THE FIRST
PARALLEL RUNNER IS 12" OR LESS, THIS INTERLOCKS NOT REQUIRED. (1.5%)
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TYP CONN. TO STL FRAMING
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6. PROVIDE BRACING ASSEMBLIES CONSISTING OF A COMPRESSION STRUT AND (4) 12 GA.

14 |CLG TRANSITION DETAIL 9

SPLAYED BRACING WIRES ORIENTED 90 DEGREES FROM EACH OTHER AT THE FOLLOWING

- - . "_q'_0n” _ _ .4 " _ qi_n° _ . » _ g1 _ . 1 n _ 41 _m SPACING: :mJ
A-740 _ REF. A-520 SCALE: 1 1/2"=1'-0 A Eo_ REF. A-211 SCALE: 1-1/2" = 1"-0 A ﬁs_ REF. SCALE: 6" = 1'-0 A Eo_ REF. SCALE: 1-1/2" = 1'=0 N PLACE SETS OF BRACING WIRES NOT MORE THAN 8 FEET BY 12 FEET ON CENTER. STATE OF CALIFORNIA
7 WIRE TIES OR CLIPS B. PROVIDE BRACING WIRES AT LOCATIONS NOT MORE THAN 1/2 THE SPACINGS GIVEN DEPARTMENT OF GENERAL SERVICES

ABOVE, FROM EACH PERIMETER WALL AND A THE EDGE OF VERTICAL CEILING OFFSETS.
THE SLOPE OF THESE WIRES SHOULD NOT EXCEED 45 DEGREES FROM A HORIZONTAL
PLANE AND SHOULD BE TAUT WITHOUT CAUSING THE CEILING TO LIFT.

SUSPENDED ACOUSTICAL CEILING SYSTEM WITH A CEILING AREA OF 96 SF OR LESS,
AND FIRE RATED SUSPENDED ACOUSTICAL CEILING SYSTEMS WITH A CEILING AREA OF
96 SF OR LESS, SURROUNDED BY WALLS WHICH CONNECT DIRECTLY TO THE
STRUCTURE ABOVE, DO NOT REQUIRE BRACING ASSEMBLIES WHEN ATTACHED TO TWO
ADJACENT WALLS.

L 3X3 10GA X 0'-4" w/ REAL ESTATE SERVICES DMSION
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7. FASTEN HANGER WIRES WITH NOT LESS THAN 3 TIGHT TURNS. FASTEN BRACING WIRES
WITH 4 TIGHT TURNS. MAKE ALL TIGHT TURNS WITHIN A DISTANCE OF 1-1/2 INCHES. HANGER
OR BRACING WIRE ANCHORS TC THE STRUCTURE SHOULD BE INSTALLED IN SUCH A
MANNER THAT THE DIRECTION OF THE WIRE ALIGNS AS CLOSELY AS POSSIBLE WITH THE
DIRECTION OF THE WIRE. (1.7%)

(NOTE: WIRE TURNS MADE BY MACHINE WHERE BOTH STRANDS HAVE BEEN DEFORMED OR
BENT IN WRAPPING CAN WAIVE THE 1-1/2" REQUIREMENT, BUT THE NUMBER OF TURNS
SHOULD BE MAINTAINED, AND BE AS TIGHT AS POSSIBLE.)
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[ PREVENT MOVEMENT OF
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12 GAUGE VERTICAL HANGER
WIRE (TEST FOR 200 LBS)

1/2" MIN

8. SEPARATE ALL CEILING HANGING AND BRACING WIRES AT LEAST 6 INCHES FROM ALL
UNBRACED DUCTS, PIPES, CONDUIT, ETC. (1.8%)
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9. WHEN DRILLED-IN CONC. ANCHORS OR SHOT-IN ANCHORS ARE USED IN REINFORCED CONC.
FOR HANGER WIRES, 1 OUT OF 10 MUST BE FIELD TESTED FOR 200 POUNDS OF TENSION.
WHEN DRILLED-IN CONCRETE ANCHORS ARE USED FOR BRACING WIRES 1 OUT OF 2 MUST BE
FIELD TESTED FOR 440 POUNDS IN TENSION. SHOT-IN ANCHORS IN CONCRETE ARE NOT
PERMITTED FOR BRACING WIRES. IF ANY SHOT-IN OR DRILLED-IN ANCHOR FAILS, ALL
ADJACENT ANCHORS MUST BE TESTED, UNTIL 20 CONSECUTIVE ANCHORS PASS THE TEST
REQUIREMENTS THE INITIAL TESTING FREQUENCY SHALL THEN BE RESUMED. SEE ALSC CBC
SECTION 1923A.3.5. FOR DRILLED-IN ANCHORS. (1.9*)

(NOTE: DRILLED-IN OR SHOT-IN ANCHORS REQUIRE SPECIAL DSA APPROVAL PRIOR TO USE IN
PRESTRESSED CONCRETE)

ARMSTRONG AXIOM
PERIMETER TRIM, P-I

1" WIDE X 2" LEG 10 GA MIN.

A

Q

12 GA. SPLAYED SEISMIC
BRACING (TEST FOR 440 LBS)

TYP HANGAR LINE
3 |AT STEEL BEAM

A-740 _ REF.

ACOUSTICAL PANEL
OP RIVET-SEE NOTE 4
CONT. WALL MOLDING

WALL CONNECTION-ANCHOR TO
STRUCTURAL ELEMENT

10. ATTACH ALL LIGHT FIXTURES AND CEILING MOUNTED AIR TERMINALS TO
THE CEILING GRID RUNNERS TO RESIST A HORIZONTAL FORCE EQUAL TO THE WEIGHT
OF THE FIXTURES. SCREWS OR APPROVED FASTENERS ARE REQUIRED. (1.10%}

18 | CEILING TRANSITION

>|§o_ REF. SCALE: 3 =1-0"

11. FLUSH OR RECESSED LIGHT FIXTURES AND AIR TERMINALS WEIGHING LESS THAN 56 POUNDS

SCALE: 1-1/2" = 1’0" MAY BE SUPPORTED DIRECTLY ON THE RUNNERS OF A HEAVY DUTY GRID SYSTEM, [N ADDITION,

THEY MUST HAVE A MINIMUM OF TWO 12 GA. SLACK SAFETY WIRES ATTACHED TO THE FIXTURE
AT DIAGONAL CORNERS AND ANCHORED TG THE STRUCTURE ABOVE. ALL 4 FT. X4 FT. LIGHT
FIXTURES MUST HAVE SLACK SAFETY WIRES AT EACH CORNER. ALL FLUSH OR RECESSED LIGHT
FIXTURES AND AIR TERMINALS WEIGHING 56 POUNDS OR MORE MUST BE INDEPENDENTLY
SUPPORTED BY NOT LESS THAN 4 TAUT 12 GA. WIRES EACH ATTACHED TO THE STRUCTURE
ABOVE REGARDLESS OF THE TYPE OF CEILING GRID SYSTEM USED. THE 4 TAUT 12 GA. WIRES
INCLUDING THEIR ATTACHMENT TO THE STRUCTURE ABOVE MUST BE CAPABLE OF SUPPORTING
4 TIMES THE WEIGHT OF THE UNIT. {(1.11*)

SLOTTED ANGLE SPACER W/HORIZ. 6d
RINGSHANK NAIL SEE NOTE (b) BELOW

FACE OF WALL, SEE WALL TYPES
"ARMSTRONG” BERC-2 CLIP

0.118 SHANK DIA. HILTI X-GN FASTENER

(ICC: ESR-1752) OR APPROVED EQUAL DSA STAMP

HILTI 3/8" DIA KB-TZ W/ 2"
EMBED MIN.

— STRUCTURAL CONCRETE

IDENTIFICATION STAMP
DIVISION OF THE STATE ARCHITECT
OFFICE OF REGULATION SERVICE

12 GA SPLAYED
BRACING @ EA

STEM/CABLE SUPPORT

— STRUCTURAL
CONCRETE

DETAIL (A) HORIZONTAL STRUT-TYPICAL (SEE NOTE 5)

(a) 1/4 OF THE LENGTH OF THE END RUNNER WHICHEVER IS LESS 12. ALL FIXTURES AND AIR TERMINALS SUPPORTED ON INTERMEDIATE
a

DUTY GRID SYSTEMS MUST BE INDEPENDENTLY SUPPORTED BY NOT LESS THAN 4
TAUT 12 GA. WIRES EACH ATTACHED TO THE FIXTURE OR TERMINAL AND TO THE
STRUCTURE ABOVE. (1.12%)

APPL. #: 04-109200-2

AC FLS SS
DATE

(b) NAILS AT THE END OF HORIZONTAL STRUTS ARE TO BE PLACED
WITH NAIL HEAD TOWARD CENTERLINE OF SPAN OF STRUT

" - (C) GRID ATTACHMENT SHALL COMPLY WITH ESR-1308

STEEL DECK

13. SUPPORT SURFACE MOUNTED LIGHT FIXTURES BY AT LEAST TWO POSITIVE DEVICES
WHICH SURROUND THE CEILING RUNNER AND WHICH ARE EACH SUPPORTED FROM
% THE STRUCTURE ABOVE BY A 12 GA. WIRE. SPRING CLIPS OR CLAMPS THAT CONNECT

HILTI CC27 - CEILING CLIP 13 GA. X ONLY TO THE RUNNER ARE NOT ACCEPTABLE. PROVIDE ADDITIONAL SUPPORTS
3/4" WIDE (MIN.) (ICC: ESR-2184) WHEN LIGHT FIXTURES ARE 8 FEET OR LONGER. {1.13%)

/ HANGER WIRE — 12 GAUGE WITH

3 TIGHT TURNS IN 1-1/2" SPACE AT
4 X 4 0.C. MAXIMUM

Z| PRELUDE XL 15/16" HEAVY-DUTY

FITTING ON GRID T-BAR SUPPORT BY
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RUNNER
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FILE NUMBER: RESD

ACT-2, SEE FIN
SCHEDULE

12 GA. HANGER WIRE
3 TIGHT TURNS IN 1 1/2°

\l CROSS RUNNER

UNISTRUT CUPPLER HRCNO37 STATUS

14. SUPPORT PENDANT MOUNTED LIGHT FIXTURES DIRECTLY FROM THE STRUCTURE ABOVE WITH
HANGER WIRES OR CABLES PASSING THROUGH EACH PENDANT HANGER AND CAPABLE OF
SUPPORTING (4) TIMES THE WEIGHT OF THE FIXTURE. A BRACING ASSEMBLY, PER DETAIL
5A/A-740 1S REQUIRED WHERE THE PENDANT HANGER PENETRATES THE CEILING. SPECIAL
DETAILS ARE REQUIRED TO ATTACH THE PENDANT HANGER TO THE BRACING ASSEMBLY TO

TRANSMIT HORIZONTAL FORCES. (1.14%)

MAIN RUNNER

3/8" DIA THREADED ROD

JULY 30, 2008

15. CLASSIFICATION OF CEILING GRID IS HEAVY DUTY (1.15%)

DETAIL (B)

ACOUSTICAL PANEL

TYP HANGAR WIRE
' CONNECTION TO GRID 2

A-740 _ REF.

MANUFACTURER'S CATALOG NUMBER-MAIN RUNNER:
ARMSTRONG PRELUDE XL 15/16" EXPOSED TEE 7301

MANUFACTURER'S CATALOG NUMBER-CROSS RUNNER :
ARMSTRONG PRELUDE XL 15/16" EXPOSED TEE - XL 7341

TYP THREADED ROD
17 | AT STEEL DECK

A-740 _ REF.

TYP HANGAR LINE
| AT STEEL DECK

A-740 _ REF.

ISSUE

DSA PRODUCT ACCEPTANCE FOR SUSPENDED ACOUSTICAL CEILING SYSTEM
PA-041: ARMSTRONG WORLD INDUSTRIES SUSPENDED CEILING SYSTEM

12 |PENDANT LIGHT FIXTURE /

>|§.c_ REF. A-211, A-212 SCALE: 3 =1-0"

SCALE: 1-1/2" = 1’-0" SCALE: 1-1/2" = 1'-0" 16. FIRE AND NONFIRE RESISTANCE RATED SUSPENDED CEILING SYSTEM HAVE TO COMPLY WITH

DSA IR 25-2 OR ICC ESR-1308 WHICHEVER REQUIREMENTS IS MORE STRINGENT.

SCALE: 1-1/2" = 1'-0"

JohnsongJ

5/8" MAX

WIRE HANGERS @ 4' OC MAX SUPPORT FROM
STEEL BEAMS OR SUPPLEMENTAL STEEL

#10 SNS
L 2X2 12GA AT EACH RUNNER CHANNEL
WIRE TIES OR CLIPS (DIETRICH MFCC)

1-1/2" RUNNER CHANNELS @ 4'-0" 0C.

7/8" STEEL FURRING
CHANNELS @ 24" 0.C.

INSULATION OVER STEEL DECK

ﬁt x 12" REBAR
O

STRUCTURAL CONCRETE GYP BOARD CEILING SUSPENSION NOTES

1. THE MAIN RUNNERS ARE 1-1/2" COLD ROLLED CHANNELS, 0.475 LBS/FT. THIS IS
Sy ACCEPTABLE PROVIDED THE FOLLOWING REQUIREMENTS ARE MET: (3.2.1**)

"ARMSTRONG” SEISMIC JOINT CLIP
p (5" X 1-1/2")

- A: VERTICAL HANGER WIRES ARE #8 GAGE AND GALVANIZED.

- =~f— SIEEL DECK B: CROSS-FURRING MAY BE 7/8", 25 GAGE GALVANIZED HAT SECTIONS AT 24" MAXIMUM O.C.

‘N7 C: IF MAIN RUNNERS ARE SPACED AT 4-0" 0.C., HANGER WIRES SHALL BE SPACED AT 3'-0"
MAXIMUM.

[F MAIN RUNNERS ARE SPACED AT 36" 0.C., HANGER WIRES SHALL BE SPACED AT 3-6"
MAXIMUM.

IF MAIN RUNNERS ARE SPACED AT 30" 0.C., HANGER WIRES SHALL BE SPACED AT 4'-0"
MAXIMUM.

TO USE A HANGER SPACING OF 4'0" 0.C. WITH MAIN RUNNER SPACING OF 40" 0.C., MAIN
RUNNERS MUST BE 1 1/2" HOT ROLLED CHANNELS WEIGHING 1.12 LBS/FT.

D 10/31/08
MARK | DATE

BID PERIOD ADDENDUM #6
DESCRIPTION

AT 2-0°0/C STEEL STRAP 1" WIDE X 2" LEG X 10
R GA. MINIMUM WITH 3/8” DIA HILTI KB-TZ
AT LOW FLUTE W/ 3" EMBED INTO
CONCRETE (ICC: ESR-1917) — TEST
(SHOT—IN ANCHORS IN CONCRETE ARE
NOT PERMITTED FOR BRACING WIRES)

NAN RUNNER
AT £-0%0/C

PROJECT NO:

60004333.4000

1-1/2" 18 GA.
MTL DECK

2. REFER TO DETAILS # 5B, 10 AND 11 FOR STANDARD INSTALLATION.

DRAWN BY: GJ
CHECKED BY: JR

3. THE FOLLOWING REQUIREMENTS APPLY TO ALL WIRE HANGER/RUNNER COMBINATIONS:
(3.2.2")
A. HANGERS SHOULD BE SADDLE-TIED TO THE MAIN RUNNERS TO DEVELOP THE FULL
STRENGTH OF THE HANGERS.
B. CROSS-FURRING SHOULD BE SADDLE-TIED TO THE MAIN RUNNERS WITH ONE STRAND
OF #16 GA, OR TWO STRANDS OF #18 GA TIE WIRE.
C. MAIN RUNNERS SHOULD BE SPLICED BY LAPPING AND INTERLOCKING FLANGES 12"
MINIMUM AND TYING NEAR EACH END WITH DOUBLE LOOPS OF #16 GA WIRE.
D. CROSS-FURRING SHOULD BE SPLICED BY LAPPING AND INTERLOCKING THE PIECES 8"
MINIMUM AND TYING NEAR EACH END WITH DOUBLE LOOPS OF #16 GA WIRE.

BRACING WIRE — 12 GAUGE WITH

4 TIGHT TURNS IN 1-1/2" SPACE
AT 8' X 12’ 0.C. MAXIMUM; SLOPE
45 MAXIMUM FROM HORIZONTAL

TYP BRACING LINE
| AT STEEL DECK

HANGER WIRE-TIE TO #3 REBAR WITH 5/8" GYPSUM BOARD

THREE WRAPS AROUND REBAR AND
ONE WRAP AROUND WIRE

DRYWALL SCREWS
SEALANT AND BACKER ROD
FINISH WALL SURFACE

SUSP. GYP BD CEILING
11 |WALL ATTACHMENT DETAIL 6

STAMP

TYP. OPTIONAL WIRE CONN.

SUSP. ACOUSTIC CEILING
16 | TO STEEL ROOF DECK

SEISMIC JOINT CLIP DETAIL | 1

4, REFER TC ACOUSTICAL CEILING NOTES #7, 8 & 9 FOR REQUIREMENTS OF FASTEN WIRES
AND ATTACHMENTS.

5. ALL RECESSED OR DROP-IN LIGHT FIXTURES, AS WELL AS CEILING MOUNTED MECHANICAL
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>|§o_ REF. - SCALE: 6" = 1'-0° >|§o_ REF. SCALE: 3 =1-0 >Lé_ REF. SCALE: 1-1/2" = 1’0" >|§,o_ REF. SCALE: 1-1/2" = 1'-0" AIR TERMINALS AND SERVICES, SHALL BE SUPPORTED DIRECTLY BY MAIN RUNNERS OR BY
SUPPLEMENTAL FRAMING WHICH IS SUPPORTED BY MAIN RUNNERS AND POSITIVELY
RIGID INSULATION . COMPRESSION STRUTS SHALL BE: STEEL SECTION WITH L/R RATIO OF 200 MAX. ATTACH TO COMPRESSION STRUT ———_ [ 8 GA HANGER ATTACHED WITH SCREWS OR OTHER APPROVED CONNECTORS. (4.17)
m\_cﬂ_w_o_._%qzmwwmz @wmm_.ommx_ww MAIN RUNNERS WITHIN 2" OF CROSS RUNNER W/ 2—§12 SELF— DRILLING SELF TAPPING BRACING 12 w»cm.ﬁm. wm% MAX 6. SURFACE MOUNTED FIXTURES SHALL BE ATTACHED TO A MAIN RUNNER WITH A POSITIVE
OR SUPPLENENTAL STEEL SCREWS TO STRUCTURE PER DETAIL 4 THIS SHEET. COMPRESSION STRUT SHALL NOT GA DIAGONAL . - : CLAMPING DEVICE MADE OF MATERIAL WITH A MINIMUM OF 14 GA. ROTATIONAL SPRING
REPLACE HANGER WIRE. 0 8-0" 0.0 7/8" FURRING CLAMPS DO NOT COMPLY. (4.2*)
WIRE TIES OR CLIPS (DIETRICH MFCC) 6 MAX COMPRESSION STRUT AT MAX. OF 8'=0" X 12'-0" 0.C. AND NOT MORE THAN 1/2 OF CHANNEL AT 7. REFER TO ACOUSTICAL CEILING NOTE #6 AND SEE DETAIL #5 FOR REQUIREMENTS OF
. 7/8" STEEL FURRING THE ABOVE SPACING FROM EACH SURROUNDING WALL. 2-0" 0.C MAX. LATERAL WIRE BRACE SYSTEM.
4 Y O I CHANNELS @ 24" OC
R P . COMPRESSION STRUT MAY BE: 8. ALTERNATE SYSTEM: DESIGN AS A DIAPHRAGM, SIMILAR TO PLYWOOD DIAPHRAGM
i N : 1-1/2" RUNNER - UP TO 4 FEET LENGTH MIN. 25 GA. 7/8 x2 9/16 INCH FURRING CHANNEL(HAT SECTION) CONCEPT, SUBJECT TO ACCEPTANCE BY THE DSA REGIONAL OFFICE. (5.2*)
L o oC N — UP TO 8 FEET LENGTH MIN. 25 GA. 2 1/2* METAL STUD W/ 1-5/8 INCH FLANGE y DIAPHRAGM RATIOS:
e 1 1/2" coLD .. .
,—WRE HANGERS WIRES AND COMP. STRUTS SHALL BE: A MIN. OF 6-INCH FROM ALL HORIZONTAL PIPING ROLLED amm_w.__mﬂg,ﬁ_
OR DUCT WORK NOT PROVIDED WITH BRACING RESTRAINS FOR HORIZONTAL FORCES. CHANNEL 1.12 LB/FT AT A MAXIMUM DIAPHGRAGM SHEAR EQUAL TO 50 LB/FT IS ALLOWED WITH 1" OR 1-1/4" HI-LO
— 4-0" 0.C MAX. TYPE S OR §-12, BUGLE HEAD SCREWS AT 12" 0.C. AT ALL GYPSUM BOARD EDGES AND AT
p i COMPRESSION STRUT ALLL INTERMEDIATE SUPPORTS. A WALL CONSTRUCTED SIMILARLY CAN RESIST THE SAM
USROG AXON JOUBLE STRAND SHEAR FORCE PROVIDED THE GYPSUM BOARD IS ON THE SAME SIDE OF THE STUDS AS
. 12 GA. VERTICAL HANGER WIRE AT 4'=0" X THE CEILING IS, AND A POSITIVE CONNECTION BETWEEN THE CEILING AND THE WALL IS
PERIMETER TRIM, P-I 1-1/2" 18 GA 2—#18x1/2” SELF S = ! £20" 0.C. WTH 3 TIGHT TURNS IN 1-1/2" Gmcmv. GYP BD CLG 18 GA. TIE WIRE TYP. DETAILED. THE GYPSUM BOARD DIAPHRAGMS ARE TO RESIST LATERAL LOADS DUE TO SHEET TITLE
L s TAPPING SCREWS % BOTH ENDS. COMPRESSION STRUT SHALL THEIR OWN WEIGHT AND/OR THE CEILING DIAPHRAGM(S) ONLY.
< S MTL DECK TG : 7 . NOT REPLACE HANGER WIRE | DETAILS ARE REQUIRED PROVIDING FOR LATERAL LOAD TRANSFER FROM THE GYPSUM
_ R . 2" (MAX) FROM BOARD TO SHEAR WALLS, OR OTHER LATERAL LOAD RESISTING ELEMENTS, ON ALL FOUR
4 RN » » BRACING WIRES SIDES OF THE DIAPHRAGM.
— A\ STEEL STRAP 3" WIDE DRYWALL SCREWS 12 GA W/MIN. 4 TIGHT TURNS IN 1-1/2 o ER CEILING DETAILS
L] x4" LONG x 12GA. " BOTH ENDS OF WIRE 45° SPLAY WIRE S /ha COMPRESSION STRUT
X —X 5/8" GYPSUM BOARD BRACING IN PLANE OF MAIN RUNNER. ALL /l// \ *REFER TO DSA R 25-2 [TEM #
ACOUSTICAL PANEL SYSTEM WIRES ATTACHED TO MAIN RUNNER. 4 /%W\ " * REFER TO DSA IR 25-3 ITEM #
DIRECTIONS @ 96 SF. OF CEILING WITH MAIN RUNNER 45° / ﬁ;."’/A AT N.IO:O\O
BRACING WIRE MAX SPACING OF 8'X12’ 0.C. AT 4-0"0/C \ N AT 2 0 & , ) 3
J  RUNNER AL =1 = (e —
TYP. CONN. TO STEEL EDGE DETAIL AT S
. . JOINT CLIP, 0 _ ) . 6
20 | CEILING TRANSITION 15 | ROOF DECK 10 |SUSP. GYP BD CEILING 5 | TYP SEISMIC CEILING DETAIL™™*® (+) s soustc o SN 12— A-740
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