GATE POST (GALVANIZED STEEL) PROJECT
DESIGNATION CRITICAL POWER (RED) il e / CATE FRAVE (GALVANZED STEEL) PROV;DE INTERMEDIATE SUPPORT FOR AR
WINDOW 204, 125V, 2 POLE, 3 WIRE ESSENTIAL POWER (ORANGE) NON-ESSENTIAL POWER (IVORY) FENCE (NOTE 1)\ N TERMINALS OVER 24" IN LENGTH
GROUNDING +ISOLATED GROUND, 20A, 125V, 2 POLE, 3 WIRE GROUNDING, 154, 125V, 2 POLE, 3 WIRE GROUNDING, zh -
NEMA 5-20R NEMA 5-20R NEMA 5-15R / FOR BRAIDED STRAP
7 \ DUPLEX RECEPTACLE, DUPLEX RECEPTACLE, DUPLEX RECEPTACLE, /' CONNECTION, SEE w
HUBBELL $1G5362 OR HUBBELL #HBL5362R OR HUBBELL #HBL5262! OR EXOTHERMIC WELD LT~ AR TERMINAL
| | | | APPROVED EQUAL APPROVED EQUAL APPROVED EQUAL N T THOMPSON #571LA
DATA ~_1~ PHONE A A A - 1"X1/8" FLEXIBLE TINNED
Ri=45 TN — RI=11 J % % N L COPPER BRAID BONDING STRAP, OR APPROVED EQUAL
N~ . . OR AN INSULATED #4/0 FLEXIBLE
L] [/ [/ L] SPARE 1° DIA X 15° LONG WELDING COPPER CABLE
RI-11 O ¢ QO ¢ O ¢ O E O N O N PVC-SCHBO CONDUIT g WK )
DATA EXTENDS 3" ABOVE GRADE H ” ” H ‘°l ” H ” H H ” H —— BASE THOMPSON
RI-45 — 4 A 4 ™ ~ ™ 4 ™ 4 ™ 4 \ FINISHED GRADE 29\ _ #638-T OR
\\ 1; e APPROVED EQUAL 13892 VICTORIA STREET
T~ 1 I 1 I 1 I 1 I I I I I t SR FONTANA, CA 92336
IG\ IG\ BLANK #4/0 BC COUNTERPOISE—J o] 28 "I‘ EXOTHERMIC WELD
B
[ [ [ [ a a ; 4 | &1 $4/0 AWG BC STRANDED CLIENT
4— COPPER CONDUCTOR
L
PHONE 3/4" DIA x 10°-0" COPPER
ri-11 L1 AL BLANK CLAD STEEL GROUND ROD #4/0 AWG BC STRANDED COPPER CABLE
/ \o NEXT GROUND ROD AT 2ND GATE POST (NOTE 2)
v [ [ [ [ A [ EXOTHERMIC WELD CONCRETE FOOTING MAIN LIGHTNING
Eﬁfﬁ A | | N y N y N J N y N y N y CONDUCTOR SECURE AT AR TERMINALS OR LIGHTNING
F—0" INTERVALS CONDUCTORS SHALL NOT INFRINGE
O O O O O O NOTES: OR IMPEDE ACCESS TO OPENINGS
OF EQUIPMENT PANELS
1. FOR 8 HIGH ARCHTECTURAL SECURITY FENCE, THE EXOTHERMIC WELD SHALL BE APPLIED ON THE STEEL PLATE
PROVIDED BY FENCE MANUFACTURER ON DESIGNATED POSTS.
%ﬁLN %Gcgfskﬂﬁ&wmo%lgc'fgﬁo:?':)'&%gsﬂ%”s“ 2. THE POST AT EACH SIDE OF THE GATE SHALL BE EXOTHERMICALLY WELDED AT A HEIGHT OF 6" ABOVE GRADE.
SNAP—ON 80309—00T, OR APPROVED EQUAL 3. THE BONDING STRAP TO THE POST SHALL BE INSTALLED SO AS NOT TO LIMIT FULL MOTION OF THE GATE. STATE OF CALIFORNIA

DEPARTMENT OF GENERAL SERVICES
REAL ESTATE SERVICES DMVISION
PROJECT MANAGEMENT BRANCH

400 R STREET, SUITE 5100
SACRAMENTO, CA 95814
PROJECT DIRECTOR : REG EDEN
TELEPHONE : (916) 376-1719

AIR TERMINAL ON
15 | CHP WALL COMMUNICATION OUTLET 9 | POWER FLOOR MODULE - M1 5 | PEDESTRIAN GATE GROUNDING POST FRAME 1 | AIR CONDITIONING EQUIPMENT

E-812( REF. SCALE:  NTS E—812| REF. SCALE:  NTS E—812| REF. SCALE:  NTS E-812| REF. SCALE:  NTS

DESIGNER

FINISHED GRADE

INTERCOM STATION AND CARD READER IN

WEATHERPROOF ENCLOSURE
CRITICAL POWER (RED)

20A, 125V, 2 POLE, 3 WIRE \

CARD READER
GROUNDING+ISOLATED GROUND, B DMJ M H&N
RU-45 RI-11 NEMA 5-20R NON—ESSENTIAL POWER (IVORY) 15A, NG NIRRT NIRRT S OM —KNOX BOX (NEMA 3R ENCLOSURE)
STATION
DUPLEX RECEPTACLE, 125V, 2 POLE, 3 WIRE GROUNDING, NEMA FOR FIRE DEPARTMENT GATE CONTROL
HUBBELL #IG5362, OR 5-15R DUPLEX RECEPTACLE, HUBBELL
FIny I APPROVED EQUAL #HBL5262), OR APPROVED EQUAL W/M
/\ Z 3 ‘ZZ ® —KEY LOCK
CQD CSD PHONE sm}(E 7 N J\r? - CONCRETE ENCASED DUCT E‘ELOVERRIDE 999 TOWN & COUNTRY ROAD, ORANGE CALIFORNIA 92868
C C N MANHOLE CEILING E BANK. SEE DUCT BANK SWITCH T. 714-567-2400 F: 714-543-0955  www.dmjm.com
@) O @) . © SECTIONS ON DWG E110-B
CHP 1ST LAN NS =g ) ) | _——2" SQUARE I\ CONSULTANTS
RJ-45 ( ) ( ) ( ) N S e aw rea e 7 © PAINT TO MATCH
1 I 1 I I I CONDUIT END BELL NN comone PANT 10°¥ SIDE VIEW
L] [/ BLANK SIZE PER PLAN — e INSULATING }
N o S BUSHING ' BASE PLATE(4.5" x 4.5") W/(4)3/4"¢
PC  PRINTER & a a § I N ANCHOR BOLT @ EACH CORNER
AN VESTA COVER MANHOLE OPENING . A/;f ARG
AFTER CONDUIT IS N FINISHED GRADE
INSTALLED AS REQ'D [ o= /
RI-11 ¢ g 7777 477. T1°PI. 0 V77777
b o FOR CONDUIT SIZE SEE b ,ﬁ | TO SIJDING GATE CONTROLLER
':rl ':rl BLANK a a a MANHOLE FLOOR - © PLAN DWG | blla I SEE SITE PLAN E-103
. J . J . y, ’ 3 | b‘ i
—_— <'; | SEE SECURITY BLOCK DIAGRAM ON
PHONE  SPARE O O O \—,},A ENAIE b SHEEI' E-613
JACK NSIDE \ ———oursoe wavoE W / _1>_ 1 "CO TO ACCESS CONTROL PANEL IN RM 104
MANHOLE WALL 43 REBAR—/ . 1°C0 TO MASTER INTERCOM STATION IN RM 104
243 TE— SQUARE CONCRETE FOOTING STATUS

COMMUNICATION FLOOR MODULE-M6

14 | (TYP. FOR CHP-TABLES IN ERC RM 205) 10 | POWER FLOOR MODULE - M2 6 \ CONDUIT PENETRATION THROUGH MANHOLE WALL 2 | ACCESS CONTROL PEDESTAL 100%

E-812| REF. SCALE: NTS E-812| REF. SCALE: NTS E—812| REF. SCALE:  NTS E—812| REF. SCALE:  NTS CONSTRUCTION
SEPT. 7, 2007
ATMS
CT PHONE VIDEO CT PHONE CONNECTOR SHALL BE UL LISTED BIMETALLIC
RI-11 sace 1 R : ) RI-11 STANDARD U BOLT PIPE CLAMP AND SIZED ISSUE
R 3 | A FOR THE MATERIALS INVOLVED. FOR §4/0
BLANK c D
[ ] [ | moo |° [ ] [ ] COPPER WELDING CABLE, USE THOMPSON
CABLES | g #805 BRONZE U BOLT CLAMP, OR /
DIGTAL  ANALOG w%ﬁ((: Lt DIGTAL  ANALOG APPROVED EQUAL 1" DIA ‘X 15" LONG PVC—SCH80
CONDUIT EXTENDS 3 ABOVE
CONNECTOR CoNDL
CT PHONE SKY CAM cr ATMS CT PHONE o~ GATE POST /
CRESTON VIDEO |
R-11 3 4 RI-11 A / - FINISHED GRADE
U e U <©
7 O ©® ® |0 . s .
27 1S N 27 S
s cREEn COAX CABLE s oreen © ©) N, X N EXOTHERMIC WELD (SEE NOTE)
W/BNC FEMALE < 7 5 s CONCRETE FOOTING
CONNECTOR . L /_
Pl 72 Ay L\Pl_ N y A\P: P
CT LAN TV/MDEO ATMS CT LAN E/ \
RI-45 RI-45 RI-45 #4/0 BC C RPOISE 3/4" DIA x 10'-0" COPPE $4/0 AWG BC
SLANK |~ GROUND CONDUCTOR CALD STEL GROUND ROD GROUND CONDUCTOR
Py @ O] PNy L |0 AROUND THE_ FENCE AND (EVERY 150 FT MAX ALONG
" EXOTHERMIC WELD
B WITHIN 3'~0° FROM THE FENCE LINE)
R0 AUDID FENCE, TYP GROUND CONNECTION
1/8" X 1" FLEXIBLE TINNED COPPER
CROUND STRAP FOR GATE BOND
NOTE:
FOR THE 8 HIGH ARCHITECTURAL SECURMTY FENCE, THE MARK | DATE | DESCRIPTION

EXOTHERMIC WELD SHALL BE APPUED ON THE STEEL PLATE
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COMM. FLR MODULE-M5 COMMUNICATION FLOOR MODULE - M3 A T T
13 | (TYP. FOR CT-TABLES IN EOC ROOM 206) 11 ‘ (TYPICAL FOR CT CONSOLES IN TMC ROOM 230) / | FLEXIBLE BRAIDED STRAP GROUNDING CONNECTION 3 | FENCE POST GROUNDING CHECKED BY:
E-812| REF. SCALE:  NTS E-812| REF. SCALE: TS E-812| REF. SCALE:  NTS E-812| REF. SCALE:  NTS
- KEY PLAN
DXOTHERMIC —VENT PIPE Q A
J 0@ O ) =\ —
CAD CAD PHONE  SPARE r- 1?;2: “““““““““““ - B —— AT \' 1" DIA ‘X 15" LONG
A B JACK i i ii i ] / PYC-SCHED CONDUT | IEXTENDS—\”\
cHp 15T L o VAULTED ABOVE GROUND FUEL TANK IRt it oL 501 9 ‘
Ri-45 Lo | HE )/_ ARRNN / il /—FINISHED GRADE T~ \ i
T D] | | e pmamss 1 pmacas | || AT R T
= L =] N
RI-11 7 7 7 L g%gN/[\)mcG 7C OSJ[;RAJ(I:_?OEARE COPPER SHEET TITLE
TiELY, BLANK PR GROUND. CONBUGTOR, TYP
PHONE  SPARE ] ' — #4/0 BC COUNTERPOISE EXOTHERMIC WELD | DETAILS
e S Ao L
E #4/0 GROUNDING, EARTH / &\ oo =N FENCE, TYP gégﬁﬁﬁ %%‘3 TSEFE,EL
ELECTRODE SYSTEM (EE4S) X OTHERMIC. WELD i ,
COMMUNICATION FLOOR MODULE - M4
12 | (TYPICAL FOR CHP CONSOLES IN TMC ROOM 230) 8 | FUEL TANK GROUND BONDING DETAIL 4 | GROUNDING CONNECTION TO GATE POST AND FRAME F-812

)]
.
.
_
.
.
_
_
.
.
. .
. .

S

e A 0\
. .

1]
: .
_
)
A
,




	E-812.dwg
	Layout1


